
PANDUIT PART
NUMBER

PACKAGE
QUANTITY

MAX BUNDLE
DIA [mm]

  LENGTH  
"L" +/-.2 [5]

MARKING
"XXX SS"

MS4W75T30-Q6 25 4" [102] 20.2" [513] 316 SS
MS6W75T30-Q6 25 6" [152] 26.5" [673] 316 SS
MS8W75T30-Q6 25 8" [203] 32.7" [831] 316 SS

MS10W75T30-Q6 25 10" [254] 39.0" [991] 316 SS
MS12W75T30-Q6 25 12" [305] 44.7" [1135] 316 SS

"L" LENGTH (SEE TABLE)
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SECTION A-A

.030 .005

0.76 0.13

.75 .01

19.0 0.3

AISI #1
FULL ROUND
EDGES

1.64 .03

41.8 0.8

.72 .03

18.36 0.76
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NOTES:

1. APPLICATION TOOLS: BT75SDT
2. ALL DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS
3. MATERIAL: 316 STAINLESS STEEL
4. MAX BUNDLE SIZE FOR SINGLE LOOP APPLICATIONS
   BUNDLE SIZE IS HALVED FOR DOUBLE LOOP APPLICATIONS.
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